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LED   SCREENS   INTRODUCTION











Flat Panel,Curve And Corner Panel Optional







INDOOR  LED  SCREENS



INDOOR RENTAL LED SCREEN  P4.81

INDOOR RENTAL LED SCREEN  P3.91

Pixel Pitch:  3.91mm

Pixel Density: 65536dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2121

Module Size: 250mm x 250mm

Module Resolution: 64dots x 64dots

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 50 x 50CM/ 50 x 100CM

Cabinet Weight: 14KG /7KG

Brightness: ≥1300 cd/sqm, adjustable

Viewing Distance: 4m-40m

Viewing Angle: H: 140°; V:120°

Refresh Rate: 1500HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 35°C ~ + 85°C

Working Temperature: - 20°C ~ + 65°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43

Pixel Pitch:  4.81mm

Pixel Density: 43264dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2121

Module Size: 250mm x 250mm

Module Resolution: 52dots x 52dots

Drive Mode: 1/13 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 50 x 50CM/ 50 x 100CM

Cabinet Weight: 14KG /7KG

Brightness: ≥1200 cd/sqm, adjustable

Viewing Distance: 4m-40m

Viewing Angle: H: 160°; V:120°

Refresh Rate: 3840HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 35°C ~ + 85°C

Working Temperature: - 20°C ~ + 65°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43



INDOOR RENTAL LED SCREEN  P2.976

INDOOR LED  SCREEN  P5

Pixel Pitch:  2.976mm

Pixel Density: 112896dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD3IN1

Module Size: 250mm x 250mm

Module Resolution: 84dots x 44dots

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 50 x 50CM/ 50 x 100CM

Cabinet Weight: 14KG /7KG

Brightness: ≥1300 cd/sqm, adjustable

Viewing Distance: 2m-30m

Viewing Angle: H: 140°; V:120°

Refresh Rate: 1500HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 35°C ~ + 85°C

Working Temperature: - 20°C ~ + 65°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43

Pixel Pitch:  5mm

Pixel Density: 40000dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2121

Module Size: 320mm x 160mm

Drive Mode: 1/8 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 960 x 960mm

Cabinet Weight: 12KG

Brightness: ≥1200 cd/sqm, adjustable

Viewing Distance: 5m-50m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43



INDOOR LED  SCREEN  P4

INDOOR LED  SCREEN  P3

Pixel Pitch:  3mm

Pixel Density: 111111dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2121

Module Size: 192mm x 192mm

Drive Mode: 1/32 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 576 x 576mm

Cabinet Weight: 8KG

Brightness: ≥1200 cd/sqm, adjustable

Viewing Distance: 3m-30m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 3840HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 1000W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43

Pixel Pitch:  4mm

Pixel Density: 62500dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2121

Module Size: 256mm x 128mm

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 512 x 512mm

Cabinet Weight: 7KG

Brightness: ≥1500 cd/sqm, adjustable

Viewing Distance: 3m-40m

Viewing Angle: H: 120°; V:120°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 900W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 35°C ~ + 85°C

Working Temperature: - 20°C ~ + 65°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43



INDOOR RENTAL LED SCREEN  P2.5

INDOOR RENTAL LED SCREEN  P2

Pixel Pitch:  2mm

Pixel Density: 250000dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD1515

Module Size: 256mm x 128mm

Drive Mode: 1/32 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 512 x 512mm

Cabinet Weight: 7KG

Brightness: ≥800 cd/sqm, adjustable

Viewing Distance: 2m-30m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 700W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43

Pixel Pitch:  2.5mm

Pixel Density: 160000dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2121

Module Size: 160mm x 160mm

Drive Mode: 1/32 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 640 x 640mm

Cabinet Weight: 12KG

Brightness: ≥1200 cd/sqm, adjustable

Viewing Distance: 2.5m-30m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 2000HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 850W/sqm

Ave. Power Consumption: 350W/sqm

Storage Temperature: - 35°C ~ + 85°C

Working Temperature: - 20°C ~ + 65°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43



OUTDOOR  LED  SCREENS



OUTDOOR  LED SCREEN  P2.5

OUTDOOR RENTAL LED SCREEN P2.976

Pixel Pitch:  2.976mm

Pixel Density: 112896dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2727

Module Size: 250mm x 250mm

Module Resolution: 64dots x 64dots

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Standard Cabinet Size: 50 x 50CM/ 50 x 100CM

Cabinet Weight: 12KG /7KG

Brightness: ≥1500 cd/sqm, adjustable

Viewing Distance: 3m-40m

Viewing Angle: H: 140°; V:120°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Color Temperature: R.G.B brightness 256 level

adjustable

Working Temperature: - 30°C ~ + 60°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65

Pixel Pitch:  2.5mm

Pixel Density: 160000dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD3IN1

Module Size: 160mm x 160mm

Module Resolution: 84dots x 44dots

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 640 x 640mm

Cabinet Weight: 14KG

Brightness: ≥1500 cd/sqm, adjustable

Viewing Distance: 2m-50m

Viewing Angle: H: 140°; V:120°

Refresh Rate: 3840HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Ave. Power Consumption: 400W/sqm

Storage Temperature: - 35°C ~ + 85°C

Working Temperature: - 20°C ~ + 65°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP43



OUTDOOR LED  SCREEN  P3

OUTDOOR RENTAL LED SCREEN P3.91

Pixel Pitch:  3.91mm

Pixel Density: 65410dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD1921

Module Size: 128mm x 128mm

Module Resolution: 128x256 pixels

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Standard Cabinet Size: 50 x 50CM/ 50 x 100CM

Cabinet Weight: 12KG /7KG

Brightness: ≥1300 cd/sqm, adjustable

Viewing Distance: 3m-40m

Viewing Angle: H: 120°; V:120°

Refresh Rate: 3840HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Color Temperature: R.G.B brightness 256 level

adjustable

Working Temperature: - 30°C ~ + 60°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65

Pixel Pitch:  3mm

Pixel Density: 111111dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD1921

Module Size: 192mm x 192mm

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 768 x 768mm

Cabinet Weight: 13KG

Brightness: ≥1500 cd/sqm, adjustable

Viewing Distance: 3m-30m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 900W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65



OUTDOOR RENTAL LED SCREEN P4.81

OUTDOOR LED  SCREEN  P4

Pixel Pitch:  4mm

Pixel Density: 62500dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2727

Module Size: 256mm x 128mm

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 768 x 768mm

Cabinet Weight: 13KG

Brightness: ≥1500 cd/sqm, adjustable

Viewing Distance: 3m-40m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 900W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65

Pixel Pitch:  4.81mm

Pixel Density: 43264dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2727

Module Size: 250mm x 250mm

Module Resolution: 104x208 pixels

Drive Mode: 1/16 Scan

Cabinet Material: Die casting Aluminum

Standard Cabinet Size: 50 x 50CM/ 50 x 100CM

Cabinet Weight: 12KG /7KG

Brightness: ≥1500nits

Viewing Distance: 5m-40m

Viewing Angle: H: 120°; V:120°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Color Temperature: R.G.B brightness 256 level

adjustable

Working Temperature: - 30°C ~ + 60°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65



OUTDOOR LED  SCREEN  P5

OUTDOOR LED  SCREEN  P6

Pixel Pitch:  5mm

Pixel Density: 40000dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD2727

Module Size: 160mm x 160mm

Drive Mode: 1/8 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 960 x 960mm

Cabinet Weight: 13KG

Brightness: ≥1200 cd/sqm, adjustable

Viewing Distance: 5m-50m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65

Pixel Pitch:  6mm

Pixel Density: 27777dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD1921

Module Size: 192mm x 192mm

Drive Mode: 1/4 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 768 x 768mm

Cabinet Weight: 13KG

Brightness: ≥1500 cd/sqm, adjustable

Viewing Distance: 3m-30m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 900W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65



OUTDOOR LED  SCREEN  P8

OUTDOOR LED  SCREEN  P10

Pixel Pitch:  10mm

Pixel Density: 10000dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD3535

Module Size: 320mm x 160mm

Drive Mode: 1/2 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 960 x 960mm

Cabinet Weight: 28KG

Brightness: ≥1500 cd/sqm, adjustable

Viewing Distance: 10m-100m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 800W/sqm

Ave. Power Consumption: 200W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65

Pixel Pitch:  8mm

Pixel Density: 15625dots/sqm

Color Configuration: 1R1G1B

LED Modele: SMD1921

Module Size: 256mm x 128mm

Drive Mode: 1/4 Scan

Cabinet Material: Die casting Aluminum

Led Color: Black

Standard Cabinet Size: 768 x 768mm

Cabinet Weight: 13KG

Brightness: ≥1500 cd/sqm, adjustable

Viewing Distance: 3m-30m

Viewing Angle: H: 140°; V:140°

Refresh Rate: 1920HZ, adjustable

Frame Rate: 120frame/s

Grey Scale: 16.7M colors(Synchronized)

Power Input: AC110V/ 220V ±10, 50HZ

Max Power Consumption: 900W/sqm

Ave. Power Consumption: 300W/sqm

Storage Temperature: - 30°C ~ + 70°C

Working Temperature: - 20°C ~ + 50°C

Blind Spot Rate: <1/10000

MTBF: >10,000 Hours

Life Span: >100,000 Hours

Waterproof Level: IP65


